
GLP
Series

Large Size Propeller Fan



Large Size Propeller Fan

GLP series is a fan specially designed with low RPM for areas require large air 
volume and low sound level.
It is a right choice for commercial, industrial and agriculture applications .

.

Range
Belt drive     :  GLP800 ,   GLP950,    GLP1120,    GLP1250
Direct drive  :  GLP700 

Specification
Casing and auto shutter

   - Material : GI sheet metal

Motor
All belt drive model :  Three phase TEFC induction motor
Direct drive model GLP700 : single phase condenser motor

Suitable for:

Sport centre          
Food court 
Auditorium 
Mall                   

Factory        
Production area
Warehouse 
Kitchen

Greenhouse   
Vegetable cultivation  
Mushroom cultivation         
Flower cultivation

Livestock        
Poultry houses
Pigsty           
Cattle houses

It runs at 450 rpm for all belt drive models

LOW operation noise due to low rpm

Aerodynamically designed fan blades generate large air volume at low rpm

Factory built-in auto shuttle for dust and rain proof application

It can be used as mobile ventilator  with roller ( OPTIONAL ) installed underneath the fan casing .

It produce 40 - 58 CMH per watt air quantity thus achieves great saving in running cost
High productivity can be achieved through good ventilation system created by large air 

   volume motion        

Special Features

Impeller
Material : aluminium
Type :  wide blade propeller 

Fan with roller (optional)



Assembly Halls  4 - 6 
Bakeries  20 - 30  
Canteens  4 - 6 
Engine rooms  20 - 30  
Kitchen  15 - 20  
Factories ( Workshops )  6 - 10  
Foundries  20 - 30  
Furnace shops  30 - 60  
Paint  30 - 60  
Vegetable green houses  10 - 20  
Mushroom green houses  10 - 20  
Flower green house  10 - 20  
Pigsty  6 - 10  
Poultry houses  6 - 10  
Cattle houses  6 - 10  
 

Recommended air change per hour Beaufort wind scale

Technical Data

Recommended Installation

EXTRACTION SYSTEM

This system is widely used
It's simple and economical
The interior air is renewed by extraction from occupied space and  

   causes fresh outside air to enter

COMBINED SUPPLY AND EXTRACTION SYSTEM

The input fresh fans should be selected to give about 20% more 
   air volume than extraction fans 

Its effect is to reduce the likelihood of draughts and to prevent the  
   infiltration of dust and other airborne contamination

No
Beaufort 

Description
Recommended 
Velocity     (FPM)

Recommended 
Velocity (m/s)

0 Calm 30 0.15

1 Light Air 177 0.90

2 Light Breeze 482 2.45

3 Gentle Breeze 881 4.47

4 Moderate Breeze 1,319 6.70

5 Fresh Breeze 1,841 9.35

Model GLP 700 GLP 800 GLP 950 GLP 1120 GLP 1250

Volt/Phase/Hz 230/1/50 400/3/50

Input Power   (kW) 0.45 0.37 0.55 0.75 1.10

Airflow (CMH) 13800 16000 32000 37000 44500

RPM 960 450 450 450 450

Sound level dB(A) @3m 71 59 60 63 65

Drive Package Direct Belt Belt Belt Belt

Weight (kg) 32 42 59 74 87

Dimensions (mm) 850 X 400 X 850 900 X 400 X 900 1060 X 400 X 1060 1220 X 400 X 1220 1380 X 400 X 1380
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