Technical Data

BCS-AQ 315 BCS-AQ 355 BCS-AQ 400 BCS-AQ 450 BCS-AQ 500

m 1440rpm 960 rpm 1440rpm 960 pm 1440rpm 960 pm 1440rpm 960 rpm 14401pm 960 rpm ®
m 037 018 0.55 018 075 018 160 055 220 0.75
Max 2600 1733 3500 2333 5000 3333 6800 4533 10000 6667
106 07 149 070 198 070 355 170 492 216

LwA dB(A) 73 63 73 63 v 67 78 68 82 72

52 42 52 42 56 46 57 47 61 51

BCS-AQ 560 BCS-AQ 630 BCS-AQ 710 BCS-AQ 800 BCS-AQ 900 BCS-AQ 1000

_ 1440/pm 960 rpm 1440pm 960 pm 1440 pm 960 pm 1440 pm | 960 rpm 960 rpm 960 rpm
380 113 560 1.66 100 29 19.0 563 120 19.0

m 400 150 7.50 220 1.0 200 220 750 150 220

13500 9000 20000 9000 28000 18667 42000 | 28000 27000 48000
_ 847 384 1499 538 2168 715 41.07 166 320.48 4289

EXTD

LwA dB(A) &7 77 E) 7 91 81 % 86 89 92

LpA dB(A) @3m 66 56 68 58 70 60 75 65 68 Kl

. . - Direct Drive Centrifugal Cabinet Fan

POLES 4 poles and 6 poles 4 poles 6 poles
BCS-AQ 315 515 591 695 L = KitCh e n mate
BCS-AQ 355 555 631 725 76 74
BCS-AQ 400 600 676 786 95 86
BCS-AQ 450 675 751 860 120 13
BCS-AQ 500 750 826 Q35 148 ‘ 137
BCS-AQ 560 840 940 1010 194 179
BCS-AQ 630 945 1046 1120 286 251
BCS-AQ 710 1065 1165 1240 37 325
BCS-AQ 800 1200 1300 1395 494 434
BCS-AQ 900 1350 1450 1460 - 583
BCS-AQ 1000 1500 1600 1500 . 740
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Introduction

Kitchenmate is specially designed for kitchen ventilation , it satisfies consultant's
need for big air volume at high static pressure with low noise operation

Suitable for:
1- Kitchen exhaust and fresh air supply applications.
2- Other ventilation that requires motor not in air stream

Range

BCS-AQ -315, BCS-AQ-400, BCS-AQ-450,
BCS-AQ-500, BCS-AQ-560. BCS-AQ- 630
BCS-AQ-710, BCS-AQ-800. BCS-AQ-900
BCS-AQ- 1000

Special Features

* Motor is out of air stream

« It produces large air volume at high static pressure

= 3 discharge outlets ( right , left , top ) are provided for site selection thus save installation cost
* Drain plug is provided for oil drainage

* Fan can be cleaned and serviced by opening the discharge panels.

* Fan wheel is enclosed in cabinet hence reduce operating noise

* Standard casing design for floor and ceiling mount installation

* Cabinet size can be customized on special request

Specification
* Casing
- Material : Mild steel with anti rust epoxy painting
- Type : Welded structure casing with bolt and nut access panels to prevent oil leakage.

Impeller

- Material : Mild steel with anti rust epoxy painting
- Type : Backward curve centrifugal fan

Motor

- 3 phase TEFC induction motor
- Insulation : Class F.

Static Pressure(Pa)

Static Pressure(Pa) )

R ded air ch per hour
Kitchen 15-20
Paint Shops 30 - 60
Factories ( workshops ) 6-10
Foundries 20 - 30
Furnace shops 30 - 60
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Description Velocity Requirement

40100 fpm at face of hood

: 150 fpm at breathing zone of
Paint Spray Boothe
Spray
Electic Welding 150 fom at face of hood
Blectro plating 150 fom at face of hood
500 fpm at openings to
‘Sand Blast Boothe =



	Kitchenmate Front-01
	Kitchenmate Back-01

